
Up to 0,3% carbon content

Holders

Inserts

• (P) - Lever Lock *
• (D) - Dimple Lock *
• (M) - Wedge Clamp
• (M- K) - Double Lock
* Holders first choice

• CNMG
• DNMG
• TNMG
• VNMG
• WNMG

Advantages
• Better chip control
• Better chip breaking
• Surface finishing improvement
• Suitable for various D. O. C.
• Productivity improvement
• For medium to finishing operations

Applications

For low carbon steels

New

Longitudinal
Turning

Facing Profiling

Chip Breaker



Chip Breaker

Chip Control Range

The “Zig-Zag” insert side prevents 
long chips at medium to finishing D.O.C.

The side breaker profile with
a reinforced “T-Land” ensures
good performance in operations
with bigger D.O.C.

0,2

10°

0,15

18°

The nose radius breaker profile
with small “T-land” and bigger 
rake angle is suitable for 
finishing operations.

A special treatment before and after coating
improves the edges and insert surface 
quality, reducing friction and temperature.

The nose radius inside wall with two 
different heights ensures good chip forming 
and direction at small depths of cut.

The conical shape of the nose radius 
improves the chip forming at finishing 
operations (small feeds and depths of cut).

GradesCutting Conditions
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Wear Resistance

CVD Coating(Brinell)

Grade
fn

(mm/rev)

TNMG 220412-LC

VNMG 160408-LC

WNMG 080408-LC
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LC Chip Breaker Range
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Geometry

Code

CNMG 120404-LC

CNMG 120408-LC

DNMG 150404-LC

DNMG 150408-LC

DNMG 150412-LC

DNMG 150604-LC

DNMG 150608-LC

DNMG 150612-LC

TNMG 160404-LC

TNMG 160408-LC

TNMG 160412-LC

TNMG 220408-LC

TNMG 433-LC
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Cutting ConditionsDimensions (mm)(2) Grade Code

Stock items / Itens de stock Available under request / Disponibilidade sob consulta / Disponible bajo consulta
Insert Order Code = (1)

 

Geometry Code + (2) Grade Code
First choice / 1ª escolha / 1ª opción

FLYERMKT_13_ED01_REV00_13
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